8 6 5 " 4 3 2 NEXT ASS‘Y: FINAL ASS’Y:
GENERAL NOTES:
) DIMENSIONS AND SYMBOLOGY ARE AMERICAN NATIONAL
STANDARD UNLESS OTHERWISE SPECIFIED.
2) ROUGHNESS AVERAGE EQUALS 125 MICROINCHES
UNLESS OTHERWISE SPECIFIED.
3) DIMENSIONS AND TOLERANCES ARE IN INCHES.
4) BREAK ALL SHARP EDGES. |
5)  TOLERANCES:
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GASKET, 3/4 THICK X 2 WIDE, NOTES:
50-60 DUROMETER NEOPRENE
L: ~THE FABRICATION OF THE 7 GA. SST LINER IS SUBJECT TO THE
—©O— = REQUIREMENTS SET FORTH IN SECTION 15065. THE LINER SHALL
CONTINUOUSLY FORM THE EXTERIOR SIDES, INTERIOR PORT SIDES
AND THE BOTTOM SURFACES OF THE CONCRETE. THE TOP SURFACES
OF THE TEE DO NOT NEED TO BE LINED. IN ADDITION, CONTINUOUSLY
WELD ALL LINER PANELS USING FULL PENETRATION BUTT, GROOVE
AND/OR FILLET WELDS. C
2. USE A SINGLE ROW OF /4" DIAMETER BY 4-1/8" LONG 316L SST
NELSON H4L HEADED CONCRETE ANCHORS AROUND PERIMETER OF THE
TEE. SPACE ANCHORS ON NO MORE THAN 12" CENTERS. LOCATE
ANCHORS 12" DOWN FROM THE TOP OF THE TEE.
[:::>GASKET SHALL BE ADHERED TO THE SST LINER USING LOCTITE
DURABOND E-40FL EPOXY.
4. EXPOSED CONCRETE SHALL BE PAINTED IN ACCORDANCE WITH SECTION
09960. I
5. SEE DRAWING J3.27.37 FOR ADDITIONAL CASK DOCKING TEE DETAILS.
6. SEE DRAWING S4.30.31 FOR STRUCTURAL REINFORCEMENT DETAILS
INCLUDING LIFTING FEATURES, REBAR SIZES, BEAM SIZES, AND
LOCATIONS.
1. @ DENOTES SAFETY-SIGNIFICANT COMPONENT (SSC) SUBSTITUTIONS
FOR SSC COMPONENTS MAY NOT BE MADE WITHOUT THE PROPER
AUTHORITY. —
o>
8. COMPONENT WEIGHT: 74373 LBS. Ny
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